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FordLogan Woven Wire Partitions   Manufactured by SpaceGuard Products 
General Installation Notes   711 Commerce Dr, Seymour, IN 47274 
For further assistance, Call (800) 841‐0680   E‐mail: sales@fordlogan.com 
 
The following guidelines illustrate the recommended connections, hardware, and assembly details for standard components 
included with your partition system.  They should be referred to in preparation of and during the assembly of your system in 
conjunction with any drawing provided by the Manufacturer. Installation may be affected by actual site conditions and 
obstructions. Consult the Manufacturer with any assembly questions. 
 
Recommended Tools: 
Crowbar, Tin Snips & Utility Knife   (2)5/16” wrenches or ratchet w/ deep well sockets 
Chalk line & marker  Adjustable wrench 
Tape measure  Phillips head screwdriver 
Ladder(s)  3/16” Allen wrench 
Level  Hammer drill w/ several new 1/4” & 3/8” masonry bits 
Extension Cord  5/16” & 1/2” deep well sockets for wedge anchors 
Hacksaw  Hammer 
Vise‐Grip type clamps  Rubber Mallet 
 
Before You Begin: 
1. A two or three person crew is recommended. 
2. Field measurements should be confirmed and the space should be clear prior to installation. 
3. Do not sign for the shipments if materials appear damaged or if the number of packages does not equal the total on the bill 

of lading and the factory‐supplied ship acknowledgement. 
4. Once received, immediately open the crates, skids, and boxes used to ship your material. Inventory the material against the 

accompanying packing list and inspect the material for damages or shortages.  Call the manufacturer immediately if there 
are damages or shortages.  Special parts can be identified by yellow tags with part number and dimensions. 

5. If possible, stage parts near where they will be installed, leaving ample room to safely complete the installation. 
 
General Installation Steps: 
1. Measure and lay down the chalk line for the desired layout and dimensions.  Mark panel and post locations. 
2. Follow all applicable building and safety codes.  Ensure that drilling locations for anchors, fasteners or bracing will not affect 

pipes, wires, ventilation, or other building components.  Consult an engineer, if required. 
3. Start assembly at a building wall or from a cage corner for stability.  Do not anchor the system yet.  Use temporary bracing 

until anchoring the system, if required. 
4. Install panels so that the river heads in the center stiffener bar of each panel is facing in the same direction. 
5. Build outward from the corner or wall working towards installing the door(s) last. 
6. Add base shoes as you build as the weight of the system will only increase.  Do not over tighten hardware yet. 
7. Add line posts between continuous panels every 10’ to 15’, as provided. 
8. Square up all partition walls then hang the door(s).  Check that doors are plumb and initially operating correctly.  Check to 

make sure lock is facing away from the secure side of the fence wall or enclosure. 
9. If the cage does not have a top, add the top capping channel trying to bridge over panel‐to‐panel connections for maximum 

rigidity.  Channel ships in 8’ lengths. Cut to fit as necessary and install along with splice plate at creases, corners, and as 
otherwise designated in this guide.  If the age includes top, perforated angle is supplied in 10’ lengths used in lieu of the 
capping channel. 

10. Tighten all hardware while ensuring components are plumb/level.  Tighten the set screws on the base shoes. 
11. Ensure proper closing and latching of the door(s). 
12. When drilling holes for expansion anchors, use a sharp bit.  Do not use an oversized bit as you will run the risk of cracking 

the base shoes.  Drill the holes 1” deeper than required so anchors won’t have to be cut if you move the system later. 
13. Once anchored, check the system is plumb/level/ and that doors are once again closing and latching properly.  Permanent 

field bracing may be installed at installer or customer’s discretion, but is the responsibility or the installer to provide. 
14. Touch up any visible marking with the color matched spray paint provided.  Make sure to follow instructions on paint can. 












































